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for remarks. If the superseded certifi-
cates are in the custody of official per-
sonnel, the superseded certificates
shall be clearly marked ‘“Void.”

(1) Further combining. After a com-
bined-lot inspection certificate has
been issued, there shall be no further
combining and no dividing of the cer-
tificate.

(j) Limitation. No combined-lot in-
spection certificate shall be issued (1)
for any official inspection service other
than as described in this section or (2)
which shows a quantity of grain in ex-
cess of the quantity in the single lots.

[50 FR 49672, Dec. 4, 1985]

§800.86 Inspection of shiplot, wunit
train, and lash barge grain in single
lots.

(a) General. Official inspection for
grade of bulk or sacked grain aboard,
or being loaded aboard, or being un-
loaded from a ship, unit train, or lash
barges as a single lot shall be per-
formed according to the provisions of
this section and procedures prescribed
in the instructions.

(b) Application procedure. Applica-
tions for the official inspection of
shiplot, unit train, and lash barges as a
single lot shall:

§800.86

(1) Be filed in advance of loading or
unloading;

(2) Show the estimated quantity of
grain to be certificated;

(3) Show the contract grade and offi-
cial criteria if applicable; and

(4) Identify the carrier and stowage
area into which the grain is being load-
ed, or from which the grain is being un-
loaded, or in which the grain is at rest.

(c) Inspection procedures—(1) General
information. Shiplot, unit train, and
lash barge grain officially inspected as
a single lot shall be sampled in a rea-
sonably continuous operation. Rep-
resentative samples shall be obtained
from the grain offered for inspection
and inspected and graded in accordance
with a statistical acceptance sampling
and inspection plan according to the
provisions of this section and proce-
dures prescribed in the instructions.

(2) Tolerances. The probability of ac-
cepting or rejecting portions of the lot
during loading or unloading is depend-
ent on inspection results obtained from
preceding portions and the applied
breakpoints and procedures.
Breakpoints shall be periodically re-
viewed and revised based on new esti-
mates of inspection variability. Tables
1 through 24 list the breakpoints for all
grains.

TABLE 1—GRADE LIMITS (GL) AND BREAKPOINTS (BP) FOR SIX-ROWED MALTING BARLEY AND SIX-
ROWED BLUE MALTING BARLEY

Minimum limits of—

Maximum limits of—

Suitable

Grade Test weight - Sound bar-
malting
per bushel types (per- ley (pe‘r-
(pounds) cent) cent)

Skinned
Damaged Foreign Other and bro- | Thin bar-
kernels material grains ken ker- ley (per-
(percent) | (percent) | (percent) | nels (p)er- cent)
cent

US.No. 1 ...
U.S.No. 2 ...
US.No. 3 ...
U.S. No. 4 ...

GL BP GL BP GL BP|GL BP|GL BP|GL BP|GL BP| GL BP
470 -05| 950 —-13| 970 —-10| 20 08| 05 0.1 20 08| 40 14 7.0 0.6
450 -05| 950 —-13| 940 —-14| 30 09| 10 04| 3.0 09| 60 14| 100 09
430 -05| 950 —-13| 900 -16| 4.0 11 20 05| 50 13| 80 15| 150 09
430 -05| 9%0 -13| 870 -19| 50 13| 3.0 06| 50 13| 100 16| 150 0.9

1Injured-by-frost kernels and injured-by-mold kernels are not considered damaged kernels or considered against sound barley.

TABLE 2—GRADE LIMITS (GL) AND BREAKPOINTS (BP) FOR TWO-ROWED MALTING BARLEY

Minimum limits of—

Maximum limits of—

Grade Test weight Suitable

Iting
per bushel t ma
ypes (per-
(pounds) cent)

Sound b Forei Skénged Thin b
ound bar- ] oreign and bro- in bar-
ley ! (per- \(N'(I;:Cgﬁtg material ken ker- ley (per-
cent) P (percent) | nels (p)er- cent)
cent

GL BP GL BP
US.No. 1 ... 500 -05| 97.0 -1.0
U.S. No. 2 48.0 -05| 97.0 -1.0
US.No. 3 .. 480 -051 950 -13

GL BP|GL BP| GL BP| GL BP| GL BP
980 -08| 1.0 06| 05 01 50 13| 50 04
980 -08| 10 06| 1.0 04| 70 13| 7.0 05
96.0 —1.1 20 081 20 051100 181 10.0 0.9

413



§800.86 7 CFR Ch. VIII (1-1-10 Edition)

TABLE 2—GRADE LIMITS (GL) AND BREAKPOINTS (BP) FOR TWO-ROWED MALTING BARLEY—

Continued
Minimum limits of— Maximum limits of—
. Skinned
Grade Test weight %’;ﬁgle Sound bar- Wild oats Foreign and bro- | Thin bar-
per bushel types ( %r_ ley ! (per- (percent) material ken ker- ley (per-
(pounds) ypes (p cent) p (percent) | nels (per- cent)
cent) cent)
U.S.No. 4 . 480 -05| 950 —-13]| 930 -1.1 30 09| 30 06| 100 1.8| 10.0 0.9

1 Injured-by-frost kernels and injured-by-mold kernels are not considered damaged kernels or considered against sound barley.

NOTE: Malting barley shall not be infested in accordance with § 810.107(b) and shall not contain any special grades as defined
in §810.206. Six- and two-rowed barley varieties not meeting the above requirements shall be graded in accordance with stand-
ards established for the class Barley.

TABLE 3—GRADE LIMITS (GL) AND BREAKPOINTS (BP) FOR BARLEY

Minimum limits of— Maximum limits of—
i Heat : .
Grade Test weight . Damaged Foreign Broken Thin bar-
per bushel Ieso?ngrg:r:t) kernels 1 dfé?ﬁggd material kernels ley (per-
(pounds) Y (P (percent) (percent) (percent) | (percent) cent)

GL BP GL BP GL BP|GL BP| GL BP|GL BP| GL BP

US.No. 1 .. 470 -05| 97.0 -11 20 08| 02 0.1 1.0 04| 40 10| 100 0.9
US.No.2 ... 45.0 —-05| 940 -14 40 10| 03 0.1 20 04| 80 15| 150 0.9
US.No. 3 .. 430 -05] 900 -16 6.0 14| 05 02| 30 05| 120 18| 250 13
U.S.No. 4 . 40.0 -05]| 850 -22 80 15| 10 05| 40 05| 180 18| 350 1.9
US.No.5 ... 360 -05| 750 -22 100 18| 3.0 06| 50 06| 28.0 24| 750 23

1Includes heat-damaged kernels. Injured-by-frost kernels and injured-by-mold kernels are not considered damaged kernels.

TABLE 4—BREAKPOINTS FOR BARLEY SPECIAL GRADES AND FACTORS

Special grade or factor Grade or range limit Breakpoint
Dockage .......... As specified by contract or load order 0.23
Two-rowed Barley Not more than 10.0% of Six-rowed in Two-rowed 1.8
Six-rowed Barley . Not more than 10.0% of Two-rowed in Six-rowed 1.8
Malting (Blue Aleurone Layers) Not less than 90.0% .. -13
Malting (White Aleurone Layers) ... ... | Not less than 90.0% .. -1.3
Smutty ............. B More than 0.20% 0.06
Garlicky 3 or more in 500 grams 2Vs
Ergoty .. More than 0.10% 0.13
Infested . Same as in §810.107 . 0
Blighted ..o More than 4.0% ...cccceoveveerenirieeeeeeee s 1.1
Injured-by-Frost Kernels .. Not more than 1.9% . e ———— 0.1
Injured-by-Heat Kernels Not more than 0.2% . e ———————— 0.04
Frost-damaged Kernels ... Not more than 0.4% . e ———— 0.05
Heat-damaged Kernels Not more than 0.1% . e ————— 0.1
Other Grains .. Not more than 25.0% .......ccccceeeiiciiiciiienne 2.4
Moisture ... As specified by contract or load order grade ... 0.5

TABLE 5—GRADE LIMITS (GL) AND BREAKPOINTS (BP) FOR CORN

Maximum limits of—
Minimum test Damaged kernels
weight per

Grade bushel Heat-damaged Broken corn

(pounds) kernels (per- | Total (percent) n?ntd folrelgn

cent) aterial (per-

cent)

GL BP GL BP GL BP GL BP
US.No. 1 .. 56.0 -0.4 0.1 0.1 3.0 1.0 2.0 0.2
U.S.No. 2 .. 54.0 -0.4 0.2 0.2 5.0 1.3 3.0 0.3
U.S.No. 3 ... 52.0 -0.4 0.5 0.3 7.0 1.5 4.0 0.3
US.No. 4 .. 49.0 -0.4 1.0 05| 10.0 1.8 5.0 0.4
US.No.5 .. 46.0 -0.4 3.0 09| 15.0 2.1 7.0 0.4
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TABLE 6—BREAKPOINTS FOR CORN SPECIAL GRADES AND FACTORS
Special grade or factor Grade limit Breakpoint
Flint 95 percent or more of flint corn ............ -1.0
Flint and Dent More than 5 percent, but less than 95 percent of flrnt (70112 R 10o0r -1.0
Infested Same as in §810.107 . 0
Corn of other colors:
White Not more than 2.0 percent 0.8
Yellow Not more than 5.0 percent 1.0
Waxy ...... 95 percent or more ........... -3.0
High BCFM . As specified by contract or load order grade .............................................. 10 percent of the load
order grade
Moisture .......c.ccooeeeenne. As specified by contract or load order grade ... 0.4
TABLE 7—GRADE LIMITS (GL) AND BREAKPOINTS (BP) FOR FLAXSEED
Maximum limits of-damaged
Minimum test kernels
weight per
Grade bushel Heat-damaged
(pounds) kernels (per- | Total (percent)
cent)
GL BP GL BP GL BP
U.S. No. 1 49.0 -0.1 0.2 0.1] 10.0 0.9
U.S. No. 2 47.0 -0.1 0.5 0.1 15.0 1.1
TABLE 8—BREAKPOINTS FOR FLAXSEED SPECIAL GRADES AND FACTORS
Special grade or factor Grade limit Breakpoint
Moisture .. As specified by load order or contract grade 0.4
Dockage . 0.99 percent or above ....... 0.32

TABLE 9—GRADE LIMITS (GL) AND BREAKPOINTS (BP) FOR MIXED GRAIN

Maximum Limits of—

Damaged kernels
Grade .
Mors;r.ér:;)(per- Heat-damaged
Total (percent) | kernels (per-
cent)
GL BP GL BP
U.S. Mixed Grain .. 16.0 | 15.0 0.6 3.0 0.4
Note: There is no tolerance for U.S. Sample grade Mixed Grain.
TABLE 10—BREAKPOINTS FOR MIXED GRAIN SPECIAL GRADES AND FACTORS
Special grade or factor Grade limit Breakpoint
SMULLY .o 15 or more in 250 grams (wheat, rye, or triticale predominates) 6
More than 0.2% (all other mixtures) ................. 0.05
Ergoty ..o More than 0.30% (rye wheat predominates) 0.13
More than 0.10% (all other mixtures) ........... 0
Garlicky .. 2 or more per 1,000 grams (wheat, rye, or triticale predominates) 1
4 or more per 500 grams (all other mixtures) 2
Infested ... Same as in §810.107 ..... 0
Blighted More than 4.0% (barley predomlnates) 11
Treated ... Same as in §810.805 ... 0
MOIStUre .....ccoovviiiiiiiicice, As specified by contract or load order grade ... 0.5
TABLE 11—GRADE LIMITS (GL) AND BREAKPOINTS (BP) FOR OATS
Minimum limits of— Maximum limits of—
Grade ;Zsrtgf‘esﬁglt Sound Oats ereartr;ggnzggid Foreign mate- Wild Oats
(pounds) (percent) cent) rial (percent) (percent)
GL BP GL BP GL BP GL BP GL BP
US. NO. 1 s 36.0 -051 97.0 -0.8 0.1 0.1 2.0 0.4 2.0 0.6
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TABLE 11—GRADE LIMITS (GL) AND BREAKPOINTS (BP) FOR OATS—Continued

Minimum limits of— Maximum limits of—
Grade -E%srtg:’]iﬁgt Sound Oats Héiﬁgg’?ggﬁd Foreign mate- Wild Oats
(pounds) (percent) cent) rial (percent) (percent)
US.No. 2 ... 33.0 -0.5| 94.0 -1.2 0.3 0.4 3.0 0.4 3.0 0.8
U.S. No. 31 30.0 -0.5| 90.0 -1.4 1.0 0.5 4.0 0.5 5.0 1.1
U.S. No. 42 .. 27.0 -0.5| 80.0 -1.9 3.0 0.8 5.0 05| 10.0 1.4
1Qats that are Slightly Weathered shall be graded not higher than U.S. No. 3.
2(Qats that are Badly Stained or Materially Weathered shall be graded not higher than U.S. No. 4.
TABLE 12—BREAKPOINTS FOR OATS SPECIAL GRADES AND FACTORS
Special grade or factors Grade limit Breakpoint
Heavy ... 38 POUNS OF MOTE ...ttt -0.5
Extra Heavy 40 pounds or more ............. -0.5
Moisture As specified by contract or load order grade 0.5
Thin More than 20.0% 0.5
Smutty More than 0.2% 0.05
Ergoty . More than 0.10% 0.10
Garlicky 4 or more in 500 grams ....... 25
Infested Same as in §810.107 ..... 0
Bleached Same as in §810.1005 ... 0
TABLE 13—GRADE LIMITS (GL) AND BREAKPOINTS (BP) FOR RYE
Maximum limits of—
. Foreign Material
Grade WZ“?:TUQ éii,th_ Damaged kernels(percent)
egl ( gunds) Foreign matter Thin rye (per-
P other than Total (percent) cent)
wheat (per- P Heat-damaged Total (percent)
cent) (percent) P
GL BP GL BP GL BP GL BP GL BP GL BP
US.No. 1 . 56.0 -0.5 1.0 0.4 3.0 0.8 0.2 0.1 2.0 0.8| 10.0 0.6
US. No. 2 . 54.0 -0.5 2.0 0.5 6.0 11 0.2 0.1 4.0 1.1 15.0 0.8
US. No. 3 . 52.0 -0.5 4.0 0.8 | 10.0 14 0.5 0.4 7.0 14| 25.0 0.9
US.No. 4 ... 49.0 -0.5 6.0 0.8 | 10.0 14 3.0 08| 15.0 2.0 | e
TABLE 14—BREAKPOINTS FOR RYE SPECIAL GRADES AND FACTORS
Special grade or factor Grade limit Breakpoint
Moisture As specified by contract or load order grade 0.3
Light Garlicky 2 or more per 1,000 grams .. 1vs
Garlicky . More than 6 per 1,000 grams 75
Ergoty . More than 0.30% 0.10
Plump . Not more than 5.0% through 0.064x3/8 sieve 0.5
Light Smutty . More than 14 per 250 grams 6
Smutty ... More than 30 per 250 grams 10
Infested Same as in §810.107 ..... 0
Dockage . As specified by contract or load order grade 0.2
TABLE 15—GRADE LIMITS (GL) AND BREAKPOINTS (BP) FOR SORGHUM
Maximum limits of—
Minimum test Broken kernels and foreign
weight per Damaged kernels material
Grade bushel
(pounds) Total Foreign
Heat-damaged Total (percent) material
(percent) (percent) P (percent)
GL BP GL BP GL BP GL BP GL BP
US.No. 1 ... 570 -04 0.2 0.1 2.0 1.1 3.0 0.5 1.0 0.4
US.No. 2 ... 55.0 —-0.4 05 -04 5.0 1.8 6.0 0.6 20 05
U.S.NO. BT e 53.0 —-04 1.0 0.5 100 23 80 07 30 06
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TABLE 15—GRADE LIMITS (GL) AND BREAKPOINTS (BP) FOR SORGHUM—Continued

Maximum limits of—

Minimum test Broken kernels and foreign

weight per Damaged kernels material

Grade bushel
(pounds) Total Foreign
Heat-damaged Total (percent) material
(percent) (percent) P (percent)
US.NO. 4 o 51.0 -0.4 3.0 0.8 15.0 2.8 10.0 0.8 4.0 0.7

1Sorghum that is distinctly discolored shall be graded not higher than U.S. No. 3.

TABLE 16—BREAKPOINTS FOR SORGHUM SPECIAL GRADES AND FACTORS

Special grade or factors

Grade limit

Breakpoint

Class Tannin
Sorghum
White
Smutty .
Infested
Dockage
Moisture ...

Not less than 90.0% ........

Not less than 97.0% ..........

Not less than 98.0%

20 or more in 100 grams ..

Same as in §810.107 ...

0.99% and above ........... .

0.32

As specified by contract or load order grade ...
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TABLE 18—BREAKPOINTS FOR SOYBEAN SPECIAL GRADES AND FACTORS

Special grade or factor Grade limit Breakpoint
Garlicky ... 5 or more per 1,000 grams .. 2
Infested ... . Same as in §810.107 ...c.ooivieiiiereeeeeee e 0
Soybeans of other colors ... Not more than 10.0% 2.3
Moisture ............ As specified by contract or load order grade 0.3
Test Weight ..o As specified by contract or load order -0.4

TABLE 20—BREAKPOINTS FOR SUNFLOWER SEED SPECIAL GRADES AND FACTORS

Special grade or factor Grade limit Breakpoint
Moisture As specified by contract or load order grade 0.5
Foreign Material 1.25% and less ... 0.27

1.26% and above . 0.39
Admixture ........ocoeeiiiiennns As specified by contract or load order grade 0.6
TABLE 21—GRADE LIMITS (GL) AND BREAKPOINTS (BP) FOR TRITICALE
Maximum limits of—
Minimum test ! .
weight per Damaged kernels Foreign material
Grade bushel (per- : Shrunken and Defects 3 (per-
cent) Material other Total? (per- broken kernels
Heat-damaged Total ' (per- than wheat or cent) (percent)
(percent) cent) rye (percent)
GL BP GL BP GL BP GL BP GL BP GL BP GL BP
u.s.

No.

1. 48.0 -0.5 0.2 0.1 2.0 0.8 1.0 0.4 2.0 0.6 5.0 0.8 5.0 1.3
u.s.

No.

2 ... 45.0 -0.5 0.2 0.1 4.0 1.1 2.0 0.5 4.0 0.9 8.0 0.8 8.0 1.3
u.s.

No.

3. 43.0 -0.5 0.5 0.4 8.0 1.5 3.0 0.6 7.0 1.2] 120 1.6 | 12.0 2.3
u.s.

No.

4. 41.0 -0.5 3.0 0.8 | 15.0 2.0 4.0 0.8 | 10.0 14| 20.0 23| 20.0 23

1Includes heat-damaged kernels.

2|ncludes material other than wheat or rye.

3 Defects includes damaged kernels (total), foreign material (total), and shrunken and broken kernels. The sum of these three
factors may not exceed the limit for defects for each numerical grade.

TABLE 22—BREAKPOINTS FOR TRITICALE SPECIAL GRADES AND FACTORS

Special grade or factor Grade limit Breakpoint
Garlicky ... 2 or more per 1,000 grams 1%
Ergoty .. More than 0.10% ............ 0.1
Smutty . More than 14 per 250 grams ............ 6
Infested Same as in §810.107 0
Dockage .. 0.99% or above ............ 0.32
Moisture .. As specified by contract or load order grade 0.5

TABLE 23—GRADE LIMITS (GL) AND BREAKPOINTS (BP) FOR WHEAT

Minimum limits of— Maximum limits of—
Test weight per bushel Damaged kemels Wheat of other class-
4
Hard red Shrunken es
Grade sprin All other Foreign and bro- Defects 3
wh%at%r classes Heat- material ken ker- (percent) Con-
white club and sub- damaged Total2 (percent) | nels (per- P trasting Total 5
wheat 1 classes kernels (percent) cent) classes (percent)
(pounds) (pounds) (percent) (percent)
GL BP GL BP GL BP GL BP GL BP GL BP GL BP GL BP GL BP
US. No. 1 ... 58.0 -0.3 | 60.0 —0.3 0.20.2 201.0 0.40.2 3003 3.007 1.00.7 3016
US.No.2 ... 57.0 -0.3 | 58.0 —-0.3 0.20.2 4015 0.70.3 5.00.4 5.00.9 201.0 5021
U.S.No. 3 ..... 55.0 -0.3 | 56.0 —0.3 0.50.3 7.019 1304 8.00.5 8.01.2 3013 10.0 2.9
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TABLE 23—GRADE LIMITS (GL) AND BREAKPOINTS (BP) FOR WHEAT—Continued
Minimum limits of— Maximum limits of—
Test weight per bushel Damaged kemels Wheat ofec;tper class-
Hard red Shrunken
Grade Sprin All other Foreign and bro- Defects 3
wh%atgor classes Heat- material ken ker- (percent) Con-
white club and sub- damaged Total2 (percent) | nels (per- P trasting Total 5
wheat 1 classes kernels (percent) cent) classes (percent)
(pounds) (pounds) (percent) (percent)
U.S.No. 4 ..... 53.0 —0.3 | 54.0 —0.3 1.004| 10023 3006 | 12006| 12014| 10.023| 10.029
U.S.No. 5 ..... 50.0 -0.3 | 51.0 —0.3 3007 | 15027 5007 | 20.007| 20015| 10.023| 10.029

1These requirements also apply when Hard Red Spring or White Club wheat predominate in a sample of Mixed wheat.

2|ncludes heat-damaged kernels.

3 Defects include damaged kernels (total), foreign material, and shrunken and broken kernels. The sum of these factors may

not exceed the limit for defects for each numerical grade.

4Unclassed wheat of any grade may contain not more than 10.0 percent of wheat of other classes.

5Includes contrasting classes.

TABLE 24—BREAKPOINTS FOR WHEAT SPECIAL GRADES AND FACTORS

Special grade or factor Grade limit Bprg;l;-
Moisture .. As specified by contract or load order grade .............. 0.3
Garlicky .. More than 2 bulblets per 1,000 grams ...........ccccooeimiiiicnnnieeccceceeene 1
Light smutty More than 5 smut balls per 250 grams ... 3
Smutty More than 30 smut balls per 250 grams . 10
Infested Same as in §810.107 ....... FE OSSOSO PRSPPIt 0
Ergoty . More than 0.05% 0.03
Treated ... Same as in §810.2204 ... FE TSP U P PSR PRTRUROON 0
Dockage . As specified by contract or load order grade ............cccoeeiiiniiiiiiiiiis 0.2
Protein ... As specified by contract or load order grade ...........c.cccovrriiciiiiiiiiinec 0.5

Class and Subclass
Hard red spring:

DNS 75% or more DHV ............... -5.0

NS ... 25% or more DHV but less than 75% DHV -5.0
Durum:

HADU .. 75% or more HVAC ............. -5.0

ADU 60% or more HVAC but less than 75% of HVAC ........ -5.0
Soft white:

SWH Not more than 10% white club wheat .... 2.0

WHCB . Not more than 10% of other soft white wheat ............. 2.0

WWH .. More than 10% WHCB and more than 10% of other soft white wheat ...................ccccoeeenee -3.0

(3) Grain accepted by the inspection
plan. Grain which is offered for inspec-
tion as part of a single lot and accepted
by a statistical acceptance sampling
and inspection plan according to the
provisions of this section and proce-
dures prescribed in the instructions
shall be certificated as a single 1ot pro-
vided it was sampled in a reasonably
continuous operation. Official factor
and official criteria information shown
on the certificate shall be based on the
weighted or mathematical averages of
the analysis of sublots.

(4) Grain rejected by the inspection
plan. When grain which is offered for
inspection as part of a single lot is re-
jected by the plan or is not sampled in
a reasonably continuous operation, the
grain in each portion shall be certifi-

cated separately. If any portion of
grain is not accepted by the plan and
designated a material portion, the ap-
plicant shall be promptly notified and
have the option of:

(i) Removing the material portion
from the carrier; or

(ii) Requesting the material portion
be separately certificated; or

(iii) Requesting either a reinspection
or an appeal inspection of the material
portion; or

(iv) Requesting a reinspection service
and/or an appeal inspection service on
the entire lot.

(5) Reinspection service and appeal in-
spection service. A reinspection or an
appeal inspection may be requested on
a material portion. A Board appeal in-
spection may also be requested on a
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material portion after the reinspection
or appeal inspection. A reinspection, an
appeal inspection, and a Board appeal
inspection may be requested on the
total sublots in the lot.

(i) Material portions. A material por-
tion designated by the plan may be re-
inspected or appeal inspected once in
the field, but not both, and once at the
Board of Appeals and Review. The rein-
spection or appeal inspection result
shall, unless a material error is found,
be averaged with the original inspec-
tion determination. The Board appeal
inspection result shall, unless a mate-
rial error is found, be averaged with
the previous inspection result. The in-
spection plan tolerances shall be re-
applied to the material portion grain
to determine acceptance or rejection.
If a material error is found, the rein-
spection or appeal inspection result
shall replace the original inspection re-
sult or the Board appeal result shall re-
place the previous inspection result.
For purposes of this section, a material
error is defined as results differing by
more than two standard deviations. Ac-
ceptance or rejection of that portion of
grain shall be based on the reinspection
or appeal inspection and on the Board
appeal inspection result alone when a
material error is found.

(ii) Entire lot. The applicant may re-
quest a reinspection service, an appeal
inspection service, and a Board appeal
inspection service on the entire lot. In-
spection results for these services shall
replace the previous inspection results.
The tolerances shall be reapplied to all
portions of the entire lot to determine
acceptance or rejection.

(d) Infested grain—(1) Awvailable op-
tions. If gain or any portion of grain in
a single shiplot, unit train, or lash
barge lot is found to be infested, ac-
cording to the provisions of the Official
U.S. Standards for Grain, the applicant
shall be promptly notified and have the
option of:

(i) Unloading the portion of infested
grain from the lot and an additional
amount of other grain in common
stowage with the infested grain; or

(ii) When applicable, completing the
loading and treating all infested grain
in the lot; or

(iii) When applicable, treating the in-
fested grain for the purpose of destroy-

§800.86

ing the insects, subject to subsequent
examination by official personnel; or

(iv) Continue loading without treat-
ing the infested grain, in which case all
of the infested grain in the lot and all
grain in common stowage areas with
the infested grain will be officially cer-
tificated as infested according to the
provisions of the Official U.S. Stand-
ards for Grain.

(2) Exception. If infested grain in load-
ed into common stowage with a lot, or
a portion of a lot, which has not been
officially certificated as being infested,
the applicant loading the infested grain
may not use the option in paragraph
(d)(1)(@) of this section.

(3) With treatment. If infested grain is
treated with a fumigant in accordance
with the instructions and the treat-
ment is witnessed by official personnel,
the official sampling, inspection, grad-
ing, and certification of the lot shall
continue as though the infested condi-
tion did not exist.

(e) Special certification procedures—(1)
Rejected grain. When grain is rejected
by the inspection plan under paragraph
(c)(4) of this section, the official in-
spection certificate for each different
portion of different quality shall show:

(i) A statement that the grain has
been loaded aboard with grain of other
quality;

(ii) The grade, location, or other
identification and approximate quanity
of grain in the portions; and

(iii) Other information required by
the regulations and the instructions.
The requirement of paragraph (e)(1)(i)
of this section does not apply to grain
that is inspected as it is unloaded from
the carrier or to portions loaded in sep-
arate carriers or stowage space.

(2) Common stowage. (i) Without sepa-
ration. When bulk grain is offered for
official inspection as it 1is loaded
aboard a ship and is loaded without
separation in a stowage area with
other grain or another commodity, the
official inspection certificate for the
grain in each lot shall show the kind,
the grade, if known, and the location of
the other grain, or the kind and loca-
tion of the other commodity in the ad-
jacent lots.

(ii) With separation. When separations
are laid between lots, the official in-
spection certificates shall show the
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kind of material used in the separa-
tions and the locations of the separa-
tions in relation to each lot.

(iii) Exception. The common stowage
requirements of this paragraph are not
applicable to the first lot in a stowage
area unless a second lot is loaded, in
whole or in part, in the stowage area
prior to issuing the official inspection
certificate for the first lot.

(3) Protein. A special statement indi-
cating the actual protein range of a lot
shall be shown on the official inspec-
tion certificate if the difference be-
tween the lowest and highest protein
determinations for the lot exceeds 1.0
percent when protein is officially de-
termined and a specific range limit is
not established by the contract grade.

(4) Part lot. If part of a lot of grain in
an inbound carrier is unloaded and part
is left in the carrier, the unloaded
grain shall be officially inspected and
certificated in accordance with the
provisions of §800.84(g).

(5) Official mark. If the grain in a sin-
gle lot is officially inspected for grade
as it is being loaded, upon request, the
following official mark shall be shown
on the inspection certificate: ‘‘Loaded
under continuous official inspection.”

[65 FR 24042, June 13, 1990; 55 FR 46131, Nov.
1, 1990, as amended at 56 FR 4675, Feb. 5, 1991;
57 FR 58965, 58970, Dec. 14, 1992; 61 FR 18490,
Apr. 26, 1996; 63 FR 20056, Apr. 23, 1998; 64 FR
6783, Feb. 11, 1999; 71 FR 52405, Sept. 6, 2006;
71 FR 77853, Dec. 27, 2006; 73 FR 39732, July 20,
2007]

§800.87 New inspections.

(a) Identity lost. An applicant may re-
quest official personnel to perform a
new original inspection service on an
identified lot of grain, or on an identi-
fied carrier or container, if the identity
of the lot or the carrier or container
has been lost.

(b) Identity not lost. If the identity of
the grain or the carrier or container is
not lost, a new original inspection
shall not be performed on the same
identified lot of grain or carrier or con-
tainer in the same assigned area of
responsiblity within 5 business days
after the last official inspection.

[50 FR 49674, Dec. 4, 1985]

7 CFR Ch. VIII (1-1-10 Edition)

§800.88 Loss of identity.

(a) Lots. Except as noted in paragraph
(d) of this section, the indentity of a
lot of grain shall be considered lost if
(1) a portion of the grain is unloaded,
transferred, or otherwise removed from
the carrier or container in which the
grain was located at the time of the
original inspection; or (2) a portion of
grain or other material, including addi-
tives, is added to the lot after the
orginal inspection was performed, un-
less the addition of the additive was
performed in accordance with the regu-
lations and the instructions. At the op-
tion of official personnel performing a
reinspection, appeal inspection, or
Board appeal inspection service, the
identity of grain in a closed carrier or
container shall be considered lost if the
carrier or container is not sealed or if
the seal record is incomplete.

(b) Carriers and containers. The
indentity of a carrier or container shall
be considered lost when (1) the stowage
area is cleaned, painted, treated, fumi-
gated, or fitted after the original in-
spection was performed; or (2) the iden-
tification of the carrier or container
has been changed since the original in-
spection was performed.

(c) Submitted samples. The identity of
a submitted sample of grain shall be
considered lost when (1) the identifying
number, mark, or symbol for the sam-
ple is lost or destroyed or (2) the sam-
ples have not been retained and pro-
tected by official personnel as pre-
scribed in the instructions.

(d) Additives.! If additives are applied
during loading to outbound, including
export, grain after sampling or during
unloading to inbound grain before sam-
pling for the purpose of insect or fungi
control, dust suppression, or identifica-
tion, the inspection certificate shall
show a statement showing the type and
purpose of the additive application, ex-
cept that no statement is required to

1Elevators, other handlers of grain, and

their agents are responsible for the addi-
tive’s proper usage and application. Compli-
ance with this section does not excuse com-
pliance with applicable Federal, State, and
local laws.
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